
 
 
AITech ProPC/TV Wireless 
 
Now you can wirelessly display your PC's VGA 
video and audio to a TV set, or other display device 
at up to 100 feet away! 
 
AITech introduces its next generation wireless 
PC to TV converter.  The ProPC/TV Wireless 
displays at up to 2048x1536 resolution on your 
TV set at refresh rates of up to 150Hz! ProPC/TV 
Wireless makes it easy for you to wirelessly 
connect your desktop, laptop, or Media Center 
PC to a TV located up to 100 feet away in your 
home, school or office environment.   
 
There are so many uses for the ProPC/TV 
Wireless, you are only limited by your 
imagination as to its varied uses and applications.  
 
• Display company presentations from your 

notebook computer to the boardroom TV set. 
• Send a welcome greeting from your office 

computer to a TV in your lobby for arriving 
guests.  

• Display high-quality PowerPoint and educational 
presentations in the classroom.   

• Play a DVD from your home office PC to the 
living room TV set.  

• With your IR keyboard/mouse, play video games 
from a PC located in an upstairs bedroom, to the 
downstairs living room TV. 

• Monitor your children’s Internet activities from a 
TV in any room in the house. 

• With additional receivers, send audio and video to 
multiple TVs.   

 
 
 

 
FEATURES 

• Converts VGA into a TV signal 
• Sends clear, stable A/V signals from your PC to 

any TV with RCA/Composite video/audio inputs 
in your home, office or classroom at distances up 
to 100’ through walls, floors, ceilings and doors 

• 2.4GHz wireless transmitter and receiver with 4 
selectable channels 

• Transfers video and audio wirelessly from any 
desktop or notebook PC to your TV set 

• Compact size 
• Stylish design 
• Low power consumption 

SPECIFICATIONS 

• Digital Scan Converter converts VGA resolutions 
up to 2048x1536 and refresh rates up to 150Hz 

• No software required 
• NTSC and PAL output (selectable) 
• Frequency: 2.400GHz–2.483GHz (selectable) 
• Channels: 4 
• Audio/Video Signal Range: Up to 200 feet line-

of-sight (Range through walls will vary depending 
on the construction of obstacles.  Range in typical 
homes is up to 100 feet.) 

• Power consumption: 100mA 
• Video input level: 1V p-p 
• Audio input level: 1V p-p 
• Antenna: Dipole  

WHAT’S INCLUDED 
 
The following items are included in the standard 
package: 
 
• ProPC/TV Wireless Video Sender 
• ProPC/TV Wireless Video Receiver 
• VGA connector with pass-through adapter 
• VGA terminator  
• 2 – 5 foot Video and Stereo Audio Cables 
• 2 AC Power Adapters 
• Instruction manual 
 
 
DIMENSIONS: 6 1/4”H X 5”L X 2 5/8”W 
 
 
AITECH P/N: 06-078-001-08 
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